* 



PATENT 
RCA 89,813 



^63 yj 



Serial No. 09/626,294 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



Applicant 
Serial No. 
Filed 
For 

Art Unit 



Rece/veo 

Chandra Mohan, et al. 
09/626,294 
July 25, 2000 

A MODULATION TECHNIQUE PROVIDING HIGH DATA 
RATE THROUGH BAND LIMITED CHANNELS 
2734 



Sfr P 1 3 7001 
Technology center 2600 



LETTER TO OFFICIAL DRAFTSPERSON 



Hon. Commissioner of Patents 
Washington, D.C. 20231 

Sir: 



Please substitute the attached corrected five (5) formal drawings 
containing Figures 1-9 for the drawing sheets currently on file. 

Respectfully submitted, 

Chandra Mohan, et al. 



By: 




Ronald H. KrirdyJ 
Reg. No. 26,932 
Tel. 609-734-9701 

Patent Operation 

Thomson Multimedia Licensing Inc. 
P. O. Box 5312 

Princeton, New Jersey 08543-5312 

September 6, 2001 

Certificate of Mailing Under 37 C.F.R. 1.8 
I hereby certify that this correspondence is being deposited with the 
United States Postal Service as first class mail in an envelope addressed 
to: Assistant Commissioner of Patents-Washington, I>?C/2Q231, 
on: ^ 
September 6. 2001 

Date ' RonalaTHfKurdyla 





Fig. 1 




2/5 



110-^ 



IN 



1 20-> 



130 



BPF 


► 




► 







LIMITING 
AMPLIFIER 



140 



DETECTOR 



160 



^ I 

WINDOWING 
TIMER 



SO-^ 



DECODER 



— ►OUT 



Fig. 3 




b) 45% 



19 kH; 
PILOT 
TONE 



AVAILABLE TO BROADCASTER 



Fig. 4 



4/5 




302 88.2/ 

88.27 MHz 

304 



10.7 MHz 



306, 



98.9 MHz] 



308 



10.63 MHz 





312-^ 




314-n, 




3ie-^ 


BPF 




IF 




FM DETECTOR 


► 


FM STEREO 


► 


AMP 


► 




DECODER 





120-^ 




130 




140-^ 




1S0 S 




BPF 








LIMITING 


► 


DETECTOR 


► 


DECODER 




r 




J 


► 


AMPLIFIER 










/ 








160 


i 

A_L 
















I WINDOWING 


















TIMER 






Fig. 3 

















Fig. 6 



t1 t2 t3 t4 t5 t6 17 t8 t9 t10 t11 t12 



CARR H A | B 



i. — ^. 



c p 



— 8- 



-9- 



-10- 



AUX 
DATA 

iiiiiiiimiiiiii 




Fig. 7 





Fig. 8 



IN 



BPF 






► 


► 





130 



A. 



LIMITING 
AMPLIFIER 



140-^ 



406 



DETECTOR 



160 



1 



sw 



DECODER 



408 



FIFO 



OUT 



►AUX 



WINDOWING 
TIMER 



Fig. 9 



